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Fig. 2 



202 PROVIDE NON-CONFIGURED CPE DEVICE TO CUSTOMER 

PREMISES 



204 PERFORM CABLE SETUP ON CPE DEVICE 



206 CPE DEVICE AUTOMATICALLY OBTAINS LINK IDENTIFIER 
USING SECONDARY SIGNALING TECHNOLOGY 



2M CPE DEVICE REGISTERS THE LINK IDENTIFIER AS A UNIQUE 
IDENTIFIER FOR THE CPE DEVICE 



210 CPE DEVICE CONNECTS TO SERVICE PROVIDER NETWORK 
USING PRIMARY SIGNALING TECHNOLOGY 



212 CPE DEVICE REGISTERS UNIQUE IDENTIFIER WITH 
CONFIGURATION SERVER OF SERVICE PROVIDER NETWORK 



214. CPE DEVICE INITIATES IN-SERVICE OPERATION 
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Fig. 3 A 





202 POWER-ON AND STARTUP 






304 VERIFY THAT NETWORK LINK WITH PRIMARY SIGNALING 
TECHNOLOGY AND SECONDARY SIGNALING TECHNOLOGY IS ACTIVE 








306 OBTAIN LINK IDENTIFIER USING SECONDARY SIGNALING 

TECHNOLOGY 








308 REGISTER LINK IDENTIFIER AS A UNIQUE IDENTIFIER FOR THE 

CPE DEVICE 








310 CONNECT TO SERVICE PROVIDER NETWORK USING PRIMARY 
SIGNALING TECHNOLOGY 








312 REGISTER UNIQUE IDENTIFIER WITH CONFIGURATION SERVER 
OF SERVICE PROVIDER NETWORK 






314 INITIATE IN-SERVICE OPERATION 
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Fig. 3B 



302 POWER-ON AND STARTUP 



324 VERIFY THAT ISDN LINE IS ACTIVE (PROVIDING ADSL OVER 

ISDN) 



326 OBTAIN PHONE NUMBER OF ISDN LINE FROM SWITCH IN ISDN 
NETWORK USING CALLER ID 



22a REGISTER ISDN LINE PHONE NUMBER AS A UNIQUE IDENTIFIER 

FOR THE CPE DEVICE 



330 CONNECT TO SERVICE PROVIDER NETWORK USING ADSL 



332 REGISTER ISDN LINE PHONE NUMBER WITH CONFIGURATION 
SERVER OF SERVICE PROVIDER NETWORK 



314 INITIATE IN-SERVICE OPERATION 
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Fig. 4B 



402 DIAL OUT CALL TO TELEPHONE RESPONSE UNIT 










404. USE CALLING LINE IDENTIFICATION TO IDENTIFY 
TELEPHONE LINE NUMBER OF CALLING CPE DEVICE 












Vi ! 

| 405 CALL CPE DEVICE BACK \ 
A USING IDENTIFIED CALLING ! 
/! LINE NUMBER \ 








406 DETERMINE AND PROVIDE REGISTRATION 
INFORMATION TO THE CPE DEVICE 











408 CONTACT CONFIGURATION SERVER AND 
REQUEST INDIVIDUAL CONFIGURATION 
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